
 
 
Knowledgebase Article: DT-930 Model Types and Options 
 
 
 

Which Options are available for DT-930? 
 
 
Applies to: DT-930 
 
Status: Resolved 
 
 

DT-930 Model Types 
Description Remarks 
DT-930M50E reading angle downward 60° 
DT-930M51E reading angle straight 

Battery 
DT-923LI Lithium-Ion battery 

Cradles / Battery Chargers 
DT-960IOE Cradle with I/O Interface 

AC Adaptor AD-S10095AE + cable DT-787G required 
DT-969CHGE Cradle, only charging function 

AC Adaptor AD-S10095AE required 
DT-964IOE Cradle with I/O Interface + charging function 

AC Adaptor AD-S42120BE + cable DT-887AXA required 
HA-E60IO USB communication cradle 

AC Adaptor AD-S15050BE AD-S42120BE required + cable DT-380USB 

AC Adaptors 
AD-S10095AE for DT-960IOE / DT-969CHGE 
AD-S42120BE for DT-964IOE 
AD-S15050BE for HA-E60IO 

Cables 
DT-787G between DT-960IOE and PC 
DT-887AXA between DT-964IOE and PC 
DT-380USB between HA-E60IO and PC 

Accessories 
HA-E90BP Bumper Set for extra strength against drop impact 
DT-930GUISDK Development environment 
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